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  1.0     INTRODUCTION 

This monitoring report is submitted to the City of Isle of Palms, SC (IOP) by Coastal Science & 

Engineering (CSE) as part of an ongoing beach monitoring effort that began in 2007 during planning 

for the 2008 Isle of Palms Beach Restoration Project (P/N 2007ɒ02631ɒ2IG) (CSE 2008).  This report 

follows earlier monitoring reports submitted annually to the City, as well as additional reports and 

engineering documents related to shoal management and beach nourishment activities 

(P/N 2010ɒ1041ɒ2IG; 2016ɒ00803 (CSE 2019).  The report details the beach condition as surveyed in 

September 2024 and compares this condition with selected earlier dates, including the pre-2018 

project condition.  This is the sixth annual monitoring report following the 2018 nourishment project.  

Certain portions of this report detail monitoring efforts required by state and federal permit 

conditions for the 2018 project. 

Analyses in this report include detailed beach volume change along the ~7-mile beach, which spans 

from Breach Inlet to Dewees Inlet.  It also includes comparisons of earlier beach conditions with the 

present condition, calculation of annual erosion rates, and measurements of linear shoreline change.  

Large-scale morphologic changes occurring in Breach Inlet and Dewees Inlet are also discussed, 

along with the anticipated impacts of these shifting shoals on the future beach condition.  Ground 

and aerial photographs are included to provide a visual representation of the beach condition.  These 

images document areas with dune escarpments, show dry-beach width, and delineate areas with 

existing or potential damage due to erosion.   

This report also discusses general information about storm events occurring in 2024 and their impact 

on the beach, as well as updated sea level rise information for the Isle of Palms.  Observations of 

escarpments, vegetation, sand fences, and other beach management considerations are discussed. 

2018 Nourishment Project Summary  

Sponsor: The beach restoration project was funded by the City of Isle of Palms, the State of 

South Carolina, Wild Dunes Community Association (including individual property 

owners and regimes), and Wild Dunes Resort. The City of Isle of Palms served as 

project owner and administrator.   

Engineer: Coastal Science & Engineering (CSE, Columbia, SC) 

Contractor:  Great Lakes Dredge & Dock Co. (Oak Brook, IL) 

Permit:  SC048CɒOCRM USACE P/N 2016ɒ00803 

Scope: Placement of 1,676,518 cubic yards (cy) of sand in the following areas. 

 Reach 1 (4,400 lf) Sta 236+00ɒ280+00 942,320 cy 214 cy/ft 

 Reach 2 (4,400 lf) Sta 280+00ɒ324+00 734,198 cy 167 cy/ft 

Const. Cost: $13,545,585.70 
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Nourishment Schedule 

¶ 13 December 2017  ɒMobilization of equipment and pipe 

¶ 16 January 2018  ɒFirst pumping near Beach Club Villas 

¶ 24 February 2018  ɒCompletion of Reach 1 

¶ 23 March 2018  ɒCompletion of Reach 2 

¶ 1 April 2018  ɒAll equipment removed from beach and offshore zone ɒ Project Complete 

 

 

Monitoring Events  

¶ May 2017  ɒPre-Project Annual Survey 

¶ April 2018  ɒPost-Project Survey 

¶ June 2019  ɒYear 1 Survey 

¶ June 2020  ɒYear 2 Survey 

¶ July 2021 ɒYear 3 Survey 

¶ August 2022  ɒYear 4 Survey 

¶ August 2023 ɒYear 5 Survey 

¶ September 2024  ɒYear 6 Survey 
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 2.0     SETTING 

2.1    Project Setting  

The Isle of Palms is a ~7-mile-long barrier island located north of Charleston Harbor. It has a southeast-

facing shoreline bounded by Breach Inlet and 3OFFCP;HɇM Island to the south, with Dewees Inlet and 

Dewees Island to the north (Figure 2.1). The northern end of the island is wider due to periodic sand 

additions through shoal bypass events (Kana 2002, Traynum and Kaczkowski 2015). These events result 

in a net accumulation of sand over several decades, which builds the updrift  end of the island. The 

downcoast end of the island is narrower and terminates in a recurved spit at Breach Inlet. These 

characteristic morphologies are typical of Ɇdrumstickɇ barrier islands (Hayes 1979) and occur along 

mixed energy coasts where both tides and waves influence shoreline evolution (Figure 2.1).   

The eastern end of the island is typically more dynamic due to the influence of shoals associated with 

the Dewees Inlet ebb-tidal delta. Figure 2.2 shows aerial images of the east end of the island from 

1944 to 1963. The photos document a large-scale shoal bypass event that impacted the shoreline 

encompassing the area now known as Wild Dunes. The shoal stretched for approximately two miles 

along the eastern end of the island. It was so large that a new ephemeral barrier beach was 

established over 1,000 feet (ft) seaward of the previous shoreline. This new beach ridge trapped a 

tidal lagoon that was flushed by a small channel and the shoal attached to the beach sometime 

between 1944 and 1949. By 1957, the shoal had merged with the beach, buried the lagoon, and 

completely attached to the main portion of the island by 1963.  

The emergence of this large shoal may be a result of the merging of several shoals in the delta 

partially visible in the 1944 image, including two visible shoals at the northeastern tip of the island. 

These shoals were likely, at one point, a trailing ebb spit (see Kana 2002), and the sand from this spit 

merged with a shoal further west to create the large sand body that formed the lagoon. The shoal 

ultimately added well over 1,000,000 cubic yards (cy) of sand to the beach. 
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FIGURE 2.1.  Schematic of the Isle of Palms showing the wider northeast end characteristic of a Ɇdrumstickɇ barrier 

island. 
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1954 

FIGURE 2.2.  Historical aerials from CSE 2010 report page 56 (Figure 3.35). 

Photo sequence begins (left column from top) in 1944, 1949, and 1953, then continues (right column from top) through 

1954, 1957, and 1963.   [Note that images are not at the same scale.] 
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This shoal attachment effectively built the shoreline at the northeast end of the island seaward ~500 ft 

between 1944 and 1963; however, much of this accreted sand eventually spread to downcoast areas. In 

short, the eastern end of the island (east of the present-day Beach Club Villas) was developed on sand 

that recently accreted to the beach and not on the stable upland area that had existed for decades like 

most of the remainder of the island. Much of the development built in the late 1970s and early 1980s 

occurred in areas that were likely wet-sand beach in the 1930sɒ1940s.   

Following the large-scale event mentioned previously, the eastern end of the island continued to 

experience shoal-bypass events, though all were substantially smaller in magnitude than the  

1940sɒ1960s event. These events generally attached along the central Wild Dunes area and are more 

characteristic of shoal-bypass events characterized by Kana (2002), with distinct stages of 1) emergence, 

2) migration and attachment, and 3) spreading (Fig 2.3). These events have been responsible for focused 

erosion along various portions of the Wild Dunes area, including two events in the 1980s, another in the 

late 1990s, and a large event in the mid-2000s that led to the 2008 beach nourishment project.  

 

 

 

 

 

 

 

 

 

 

 

 

 

FIGURE 2.3.  [LEFT] Schematic of the shoal-bypass cycle originally modeled from a bypass event at Isle of Palms.  [RIGHT] 

A shoal-bypass event at northeastern Isle of Palms corresponding to the schematic. The upper photo shows a shoal in 

Stage 1 (1996). The middle image illustrates Stage 2 (1997). The bottom photo shows Stage 3 (1998). 
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FIGURE 2.4.  A seawall and groins were in place in 1984 between 46th Ave to 53rd Ave. Today, due to rapid 

accretion, these groins and seawalls have been buried.  

The addition of sand from shoal bypassing at the east end of the island has contributed to relatively 

steady accretion along the central and western ends, resulting in a wide setback for most properties 

west of 58th Avenue. In the 1970s, properties along 46th Ave to 53rd Ave installed a seawall and several 

groins by 1984, as shown in Figure 2.4. Since 1984, the beach has accreted rapidly, and all groins and 

seawalls have been buried.   

 

 

 

 

 

 

 

2.2    Previous Projects 

As mentioned in the previous section, erosion mitigation measures at Isle of Palms began in the 1970s 

with the construction of seawalls and groins in the area between 41st Ave and 53rd Ave.  Another groin 

was visible in 1973 near present-day 58th Avenue. In 1981, a concrete-filled geotextile bag groin was 

built near the tee of the 17th hole of the Links Course to reduce the erosion threat along the Dewees Inlet 

shoreline. In 1983, in response to a shoal attachment event, homeowners along Seagrove and Beach 

Club Villas constructed a rubble mound seawall (Kana, Williams, and Stevens 1985). Sand scraping was 

also attempted but proved insufficient to maintain a dry-sand beach under the extreme erosion 

pressure. In late 1983, the first nourishment project along Isle of Palms was completed using sand 

dredged from the new marina at 41st Ave. Approximately 350,000 cy of sand was added to the erosional 

zones adjacent to the shoal as the shoal was beginning stage three of the bypass cycle. This resulted in 

a dramatic increase in beach width along Seagrove Villas, Beach Club Villas, and Mariners Walk, where 

erosion was most severe, augmenting the accretional shoal sand.  

From 1984 to 2007, sand scraping from accretional areas was the only mitigation attempted to combat 

shoal-induced erosion. CSE and its predecessors documented scraping efforts circa 1983, 1987, and 

1998 (Figure 2.3) that attempted to move sand from accreting areas to erosional arcs. From 2004ɒ2007, 

sandbags were installed to protect several structures from Shipwatch to Ocean Club and prevent 

additional shoreline retreat (Figure 2.5).   
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Erosion reached such a severe condition in 2007 that there was little-to-no beach along portions of the 

east end of the island, even at low tide (Figure 2.6). The Wild Dunes Community Association contracted 

with CSE to evaluate the causes of erosion and prepare a feasibility study outlining alternatives for 

restoration (CSE 2007). CSE recommended nourishing the beach using sand from an offshore borrow 

area and began the steps to obtain a permit for the work. The City of Isle of Palms then took ownership 

of the project and served as the permit applicant. Permits were obtained (P/N 2007ɒ02631ɒ2IG), and the 

City contracted with Weeks Marine for a project involving the nourishment of 847,000 cy of sand over 

10,200 lf (linear feet) of beach. The project extended from 200 ft north of 53rd Avenue to the 17th green 

of the Links Course.   

 

 

 

 

 

 

 

 

FIGURE 2.5.  To prevent additional erosion, sandbags were installed along several structures from Shipwatch to Ocean 

Club from 2004 to 2007. 

FIGURE 2.6.  Isle of Palms in 2007 prior to beach nourishment. 
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The 2008 project was completed between 15 May and 15 July 2008 (Figure 2.7). As part of the project, 

Weeks Marine removed all sandbags from the project area, which totaled ~9,400 bags.  Homeowners 

removed an additional 4,680 bags from under buildings. Averaging ~25,000 cy of sand per day, the 

dredge RS Weeks pumped sand from three borrow areas 2ɒ3 miles from the beach. The nourishment 

was placed in three reaches and included ~270,000 cy between 53rd Ave and Dune Crest Ln (Reach A), 

552,400 cy from Mariners Walk to the 18th fairway (Reach B), and 25,000 cy from the 18th tee to the 17th 

fairway (Reach C). Figure 2.8 shows the layout of the 2008 project. Figure 2.9 shows a post-project aerial 

photo (2008) that compares to the project area before renourishment (2007).   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

FIGURE 2.9.  [LEFT] Isle of Palms in 2007 prior to nourishment. [RIGHT] The project area in 2008 following nourishment. 

FIGURE 2.7.  [ABOVE] 2008 beach nourishment project 

(completed on 15 July 2008). 

 

FIGURE 2.8.  [RIGHT] 2008 nourishment project map. 
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Following the 2008 project, CSE monitored the beach at least annually to document beach volume 

changes and project performance. Two shoal-bypass events occurred in 2009 and 2010, and another 

larger event began to emerge offshore in 2010. In anticipation of the need for potential remediation (and 

after observation of an erosional hotspot forming near the Ocean Club/Seascape area), the City sought 

a permit to manipulate the accretional shoal area, expedite attachment, and move sand to the erosional 

hotspots. An initial project was completed in 2012 that transferred ~80,000 cy of sand from the central 

portion of Wild Dunes to the east end near the Ocean Club. A larger project was completed in late 2014 

through early 2015, which moved ~280,000 cy from two accretional areas (an attaching shoal centered 

near Beach Club Villas and from 53rd to 56th Avenues) to the beach fronting Beachwood East (~70,000 cy) 

and the area fronting Seascape/Ocean Club/18th hole (~210,000 cy). The project sought to transfer as 

much sand as possible from the shoal to the beach (Figure 2.10). 

 

 

 

 

 

 

 

 

 

2.3    2018 Project 

From 2015 to 2018, the beach along the eastern end of the island continued to respond to a shoal 

attachment event.  Erosional hotpots were present along Beachwood East and near the 18th hole of 

the Links Course.  In 2016, the City opted to pursue a permit for another large-scale renourishment 

project.  CSE was retained to provide engineering services necessary to complete a permit application 

package with associated reports and documents.  The project design called for the addition of 

1,676,000 cy of sand along the eastern end of the island, with maximum fill densities of over 300 cubic 

yards per foot (cy/ft).  The design fill would add over 600 ft of dry-sand beach in the largest fill areas.   

FIGURE 2.10.  January 2015 aerial image of the 2014ɒ2015 shoal management project showing equipment transferring 

sand from an attaching shoal to the eroded beach. 
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Engineering for the project began with analyses to determine the volume of sand required to restore 

the beach to a desired condition. CSE initially prepared a fill plan based on the beach condition in 

2015, when a recent shoal attachment created a bulge in the shoreline near the center of the project 

area. Following hurricane impacts in 2015, 2016, and 2017, as well as erosion of the attached shoal, 

CSE modified the fill template to account for erosion occurring in the center of the project area and 

substantial accretion at the eastern end. The final fill plan is listed in Table 2.1 and shown graphically 

in Figure 2.11. The data reflect the final design prior to a change order issued during the project that 

placed additional sand along the center of the project area. The fill density averaged 161.5 cy/ft over 

the length of the project area, with a maximum fill volume of ~325 cy/ft. The nourishment volume 

decreased along the center of the project area, with a minimum of 50 cy/ft added.   

The fill template ranged in width based on the final design, reaching as much as 600 ft in the highest 

density areas. The berm width decreased along the central portion of the project area, as the pre-

project beach was wider than adjacent areas. At either end of the project, the berm width tapered to 

the existing dune line (Figs 2.11 and 2.12). 

Construction began on 16 January 2018 and was completed by 23 March 2018.  Table 2.2 shows the 

design and actual fill volumes determined by TI Coastal, the independent surveyor retained by Great 

Lakes Dredge and Dock Company, the nourishment contractor. The ɆDesign Volumeɇ column represents 

the volume of sand above the before dredge (BD) condition and below the design template. Note that 

this volume is less than the final contract amount due to accretion between the pre-project design 

surveys and TI CoastalɇM "$ MOLP?SȻ 4B? ɆFill Volumeɇ column represents the total amount of sand placed 

on the beach. The rows highlighted in yellow represent the area repumped following the Hurricane Irma 

change order. In total, 1,725,942 cy of sand was added to the project area. Of that total, 974,374 cy were 

pumped west of Station 280+00 (Property Owners Beach House), and 751,568 cy were placed east of 

Station 280+00. The 49,424 cy of sand placed above the pay quantity of 1,676,518 cy was not paid. 
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Station 
Pre-Project Unit 
Volume (cy/ft) 

Fill Vol (cy/ft) Design Fill Vol (cy/ft) 
Post-Project Unit 
Volume (cy/ft) 

230 321.6 0.0 321.6 351.6 

232 338.9 0.0 338.9 379.0 

234 298.4 0.0 298.4 349.0 

236 262.7 0.0 262.7 329.7 

238 258.3 26.4 284.8 358.5 

240 272.2 59.0 331.2 399.6 

242 255.7 73.9 329.6 415.9 

244 295.9 170.8 466.7 499.0 

246 283.7 233.3 517.0 526.5 

248 289.5 277.7 567.2 562.6 

250 306.2 296.6 602.8 587.9 

252 283.8 307.5 591.2 554.5 

254 267.2 315.2 582.4 539.7 

256 228.9 320.6 549.6 524.7 

258 251.7 325.8 577.6 544.6 

260 275.5 314.6 590.2 547.9 

262 306.5 298.2 604.7 563.4 

264 333.8 260.0 593.8 595.7 

266 382.5 240.0 622.5 620.5 

268 376.4 210.0 586.4 543.5 

270 359.2 150.0 509.2 549.8 

272 372.9 120.0 492.9 537.1 

274 355.6 90.0 445.6 515.2 

276 442.8 75.0 517.8 576.2 

278 426.6 60.0 486.6 587.3 

280 534.3 60.0 594.3 771.4 

282 436.3 60.0 496.3 652.7 

284 450.9 50.0 500.9 746.0 

286 520.6 50.0 570.6 760.5 

288 456.4 50.0 506.4 705.7 

290 444.9 60.0 504.9 657.8 

292 479.3 60.0 539.3 672.8 

294 526.0 80.0 606.0 686.2 

296 511.1 110.0 621.1 655.5 

298 498.4 130.0 628.4 634.5 

300 487.0 160.0 647.0 630.9 

302 472.4 190.0 662.4 622.6 

304 436.9 225.0 661.9 597.7 

306 442.7 250.0 692.7 614.1 

308 392.2 250.0 642.2 571.3 

310 376.4 250.0 626.4 560.2 

312 361.0 225.0 586.0 546.5 

314 320.2 180.0 500.2 488.9 

316 415.6 140.0 555.6 560.5 

318 427.6 90.0 517.6 529.7 

320 449.0 30.0 479.0 526.7 

322 449.8 20.0 469.8 495.5 

324 418.4 0.0 418.4 450.9 

326 415.0 0.0 415.0 434.3 

328 420.0 0.0 420.0 451.0 

TABLE 2.1.  The modified fill schedule designed to account for variable erosion and beach widths along the project 

area, as well as substantial accretion at the eastern end of the island. 
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FIGURE 2.11.  A graphic representation of the 2018 final fill template (shown in TABLE 2.2). 

FIGURE 2.12.  The 2018 design fill profile incorporated a dune, storm berm, wide fill berm, and sloping section. 
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TABLE 2.2.  Design and actual fill volumes determined by TI Coastal. 
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3.0     METHODS 

Monitoring efforts for the present report were performed in September 2024.  Sand volume changes 

in the active beach zone were evaluated by obtaining topographic and bathymetric data along shore-

perpendicular transects at established locations along the beach (herein referred to as the baseline) 

(Fig 3.1).  The present baseline spans from the center of the Breach Inlet Bridge (Station 0+00) and 

continues to Cedar Creek spit at the northeastern end of the island (Station 376+00).  Stationing 

relates to the dCMN;H=? ;FIHA NB? MBIL? QCNB NB? HOG<?L <?@IL? NB? Ɉ˫ɉ MSG<IF L?JL?M?HNCHA Ȕȓȓ @??N 

(ft).  Therefore, Station 36+00 is 3,600 ft from Station 0+00.  The baseline is generally set landward of 

the active beach to allow for future erosion/accretion. 

Topographic data were collected via RTK-GPS (Trimbleɫ R10 GNSS), which provides position and 

elevation measurements at centimeter accuracy.  Beach profiles were obtained by collecting data at 

low tide along the dunes, berm, and active beach to low-tide wading depth.  Overwater work was 

then performed at high tide to overlap the land-based work (Fig 3.2) and was collected with RTK-GPS 

coupled with an Odom CV100ɫ JL?=CMCIH ?=BIMIOH>?L GIOHN?> IH #3%ɇM MOLP?S P?MM?Fȼ NB? 

RV Southern Echo. 

Profiles were collected from the most landward accessible point in the dune system to a minimum of 

1,500 ft from the baseline.  Profiles along the northeast end of the island extended up to 6,000 ft 

offshore to encompass the shoals associated with Dewees Inlet.  Alongshore spacing of the profiles 

ranged from 200 ft to 1,000 ft, with the more closely spaced profiles north of 53rd Avenue and along 

"L?;=B )HF?NȻ  #IGJ;L;NCP? JLI@CF?M @LIG #3%ɇM GIHCNILCHA ?@@ILNM ;L? MBIQH CH !JJ?H>CR !Ȼ  4B? 

complexity of areas impacted by inlets requires a more detailed analysis (closer profile spacing) to 

fully incorporate volume changes associated with shoal-bypassing events and inlet migration. 

To better understand regional sand volume changes, seven reaches were defined along the Isle of 

Palms.  Combining several profiles into a reach makes it easier to identify overall sediment gains and 

losses over large portions of the beach.  In the project area, the reaches differ from those used during 

construction to encompass areas where no work was performed.  

 

 

 

 



 

  2024 Annual Monitoring Report 

[2618YR6] 16 Isle of Palms, South Carolina 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

FIGURE 3.1. Baseline map of Isle of Palms showing the reference line used to establish monitoring profiles.  Stationing 

increases to the north from Breach Inlet.   
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The reaches used for monitoring purposes are shown in Figure 3.3 and are defined as follows: 

Reach 1 0+00 to OCRM 3115 Breach Inlet to 6th Avenue 

Reach 2 OCRM 3115 to OCRM 3125 6th Avenue to Sea Cabins Pier 

Reach 3 OCRM 3125 to OCRM 3140 Sea Cabins Pier to 31st Avenue 

Reach 4 OCRM 3140 to 222+00 31st Avenue to 53rd Avenue 

Reach 5 222+00 to 280+00 53rd Avenue to Wild Dunes Property Owners Beach House 

Reach 6 280+00 to 328+00 Wild Dunes Property Owners Beach House to Dewees Inlet 

Reach 7 330+00 to 370+00 Dewees Inlet Shoreline 

 

 

 

 

 

 

 

 

 

FIGURE 3.2. 

Surveying beach profiles involves 

collection of land-based data at 

low-tide and hydrographic data 

collection overlapping the land-

based work. 

FIGURE 3.3.  Reach limits used in the present monitoring report.   
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To determine changes in beach volume along Isle of Palms, beach profile data were entered into 

#3%ɇM CH-house custom software, Beach Profile Analysis System (BPAS), which converts 2D profile 

data in xɒz (distanceɒelevation) format to 3D volumes.  The software provides a quantitative and 

objective way of determining ideal minimum beach profiles and how the sand volume per unit length 

of shoreline compares with the desired condition.  It also provides an accurate method of comparing 

historical profilesɓas the volume method measures sand volumes in the active beach zone rather 

than extrapolating volumes based on single-contour shoreline position (ie ɒ from aerial 

photography).  Unit-volume calculations can distinguish the quantity of sediment in the dunes, on 

the dry beach, in the intertidal zone to wading depth, and in the remaining area offshore to the 

approximate limit of profile change (closure depth). 

Figure 3.4 depicts the profile volume concept.  The reference boundaries are site-specific but, ideally, 

encompass the entire zone over which sand moves each year.  Sand volume was calculated between 

NB? JLCG;LS >OH? ;H> <?NQ??H ˬȔȓ @N ;H> ˬȔț @N .!6$Ȼ  4B? FIQ?L =;F=OF;NCIH FCGCN Q;M MCN?-specific, 

as profiles in the center of the island and along Dewees Inlet generally have deeper closure depths 

than areas in the unstable inlet/shoal zones.  Comparative volumes and volume changes were 

computed using standard procedures (average-end-area method, in which the average of the area 

under the profiles computed at the ends of each cell is multiplied by the length of the cell to 

>?N?LGCH? NB? =?FFɇM M;H> PIFOG?ɚȻ  #?LN;CH ;>DOMNG?HNM Q?L? G;>? NI ;==IOHN @IL =B;HA?M CH NB? 

baseline direction and for volumes at the turn in the baseline at Dewees Inlet. 

For the present report, several adjustments were made to the calculation limits for profiles showing 

significant erosion in recent years.  The erosion has resulted in the active beach moving landward into 

areas not previously included in volume measures.  Profile volumes for all previous surveys were 

recomputed using these new limits to provide accurate comparisons.  This results in report volumes for 

a given year being slightly different than volumes reported in earlier reports.   

Sand volumes for offshore areas were calculated from digital terrain models (DTMs) produced by 

MATLAB® and GlobalMapper®.  DTMs are digital 3D representations of the topography and bathymetry 

of an area and are useful for calculating changes in contour positions and sediment volumes.  

Position data were entered into the software as xɒyɒz coordinates and were processed to provide 

cross-section profiles and volumes.  DTMs are compared with earlier collections to determine 

changes in shoal positions and volumes.   
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FIGURE 3.4.  Illustration of the profile volume concept.  
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4.0     RESULTS 

Results of the beach monitoring effort presented in the following sections focus on changes occurring since 

the 2018 project but also address the condition relative to earlier periods, such as the pre-2008 project 

condition.  CSE attempts to simplify the discussion of beach changes by focusing on larger reaches or areas 

rather than change measured at a single profile.   

However, individual profiles are useful in visualizing how the shape of the beach changes over time, how 

shoals migrate onshore, and how the <?;=BɇM condition is in front of specific properties or features.  Volume 

change is first reported for the entire island, followed by localized changes in reaches 1ɒ7.  

4.1    Island-wide Changes 

The Isle of Palms lost ~43,200 cy of beach sand from  August 2023 to September 2024.  Erosion was the 

most severe along Wild Dunes and Reach 2 (Fig 4.1).  Within Wild Dunes, there were variations in volume 

change due to the onshore migration of a shoal from the Dewees Island system.  Accretion downcoast of 

the project area (south of 53rd Ave) continued as in prior years.  Across the entire island, the beach contains 

~456,700 cy more sand than the 2017 pre-nourishment condition and ~211,000 cy more sand than in 2009 

(Figure 4.3).   

Tables 4.1 and 4.2 provide beach volume data for selected dates from 2008 through 2024 for each project 

reach and profile.  Table 4.2 provides unit volumes for each line, with the 2018 project area highlighted. 

 

 

 

 

 

 

 

 

 

 

FIGURE 4.1.  Line map showing variations in erosion and accretion patterns over Isle of Palms from August 2023 to 

September 2024. The shoal attachment zone along the eastern third of the island was the most dynamic over the last 

year. The central portion of the island exhibited a slightly positive beach volume change, while the Breach Inlet portion 

of the island lost sand at a more moderate pace than has been observed since 2021. 
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FIGURE 4.2.  Beach unit volume change between each monitoring event at Isle of Palms.  The X axis 

represents distance from Breach Inlet.  This graph highlights the erosion occurring in the project area and 

accumulation of spreading sand adjacent to the project area.   

 

FIGURE 4.3.  Total beach volume at Isle of Palms from 2009 to 2024.  Effects of the 2018 project are seen in 

the rapid increase in the April 2018 island-wide beach volume.   
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TABLE 4.2a.  Beach volume data for selected dates since 2008 for each project reach and each monitoring profile. 
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TABLE 4.2b.  Beach volume data for selected dates since 2008 for each project reach and each monitoring profile. 
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4.2    Project Area Reaches 

The 2018 nourishment project placed sand along most of reaches 5 and 6 at the eastern end of the 

island.  Reach 7 is included in this section as a portion of it was nourished in the 2008 project.    

4.2.1 Reach 7 

Reach 7 encompasses the beach between lines 330 and 370 that span the shoreline fronting the 

Dewees Inlet channel (Figure 4.4).  The inlet shoals shelter this portion of beach from the largest open-

water waves, so the profile generally features a narrow, dry sand berm and a steep beach face.  The 

steep beach face reduces the total profile volume needed for a stable profile compared to oceanfront 

areas.  The seaward end of the reach was included in the 2008 nourishment project and has 

traditionally exhibited relative stability in beach volumes. 

 

 

 

 

 

 

Except for an erosional period from 2017 to 2018 and one in 2023, Reach 7 has remained stable or 

accretional since 2008 (Fig 4.5). From August 2023 to September 2024, the reach gained ~15,000 cy 

(3.8 cy/ft). Within the reach, the volume change pattern has remained consistent over the past 

several years, with stable gains along the seaward end of the reach, while the inland portion of the 

reach is variable. The stable gains are due to sand moving north from nourishment and shoal 

attachments in Reach 6, while the variability along the inland profiles is due to irregularities in sand 

loss into the inlet and marsh. 

Since 2018, there has been an erosional Ɇwaveɇ moving north and west (inland) along Reach 7. The 

highest losses along individual profiles have shifted from Station 340 between 2018 and 2019 north 

and west to Station 360 between 2023 and 2024. Fortunately, these profiles are located along an 

undeveloped portion of the beach well within Dewees Inlet, such that any minor to moderate chronic 

erosion ɒ like that observed in the last ~6 years ɒ does not represent a significant threat to life or 

property.  

FIGURE 4.4.  Baseline stationing along Reach 7 encompassing the length of beach between lines 330 and 370. 
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FIGURE 4.5.  [UPPER] Average beach volume in Reach 7 since 2007.  [LOWER] Profile unit volumes for each monitoring line in 

Reach 7.  

 

Accretion at the seaward end of the reach has led to an increase of over 260 ft of berm width since 

2008, including over 150 ft of seaward advance in the high water line since 2018 at Station 334.  All 

stations seaward of the 17th tee (groin) show at least 10 cy/ft more sand than the most eroded 

condition since 2008 (Fig 4.5).  Ground photos from the reach show that the berm is transitioning 

into a healthy dune field, with no visible escarpments and reduced areas of dry sand as vegetation 

cover increases.  Photos from further inland also show a healthy dry-sand beach with vegetation-

covered dunes well landward of the typical high tide line (Fig 4.6). 
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FIGURE 4.6. 

[UPPER] Beach profiles from Reach 7.   

 

 [MIDDLE] Aerial photo of Reach 7 collected 

September 2024. 

 

[LOWER]  Ground photos from Station 334 [LEFT]  and 

Station 346 [RIGHT]  in September 2024.  

 

 
















































































